1080P 40M IR IP Vari-focal Camera

i
b
KCA
- 2 m@
Alarm 2-WAY
/O R} AuDIO
Model No. IP-7455V
Video Compression H.264
Dual-stream: Main stream: 1920x1080 25fps/30fps

Video Stream

Sub stream: 720x576 25fps 720x480 30fps

Stream Type

Complex stream / Video stream

Effective Pixels

1920x 1080

Encoding System

Constant bit rate, Variable bit rate optional

Video Bit Rate

16Kbps-8000Kbps

Audio Compression

G.711

Audio Bit Rate

64Kbps

Motion Detection

Can set a single detection zone, multi-level sensitivity can be set

Video Mask

4 areas

Screen Capture

Support JPEG format, max. resolution based on encoding resolution

Password Protection

Yes

Character Display

Channel name ; Date

Alarm Function

Video loss / Network disconnect / Tampering

Mobile Surveillance

iOS / Android

Protocol

TCP/IP,UDP HTTP,DHCP,RTP/RTSP,DNS,DDNS NTP,PPPOE,UPNP,SMTP

Port Protocol

ONVIF

CAMERA

Image Sensor

1/2.8" SONY Progressive scan MegaPixel CMOS

Min. lllumination

0.1Lux / Color ; 0.01 Lux (B/W)

Electronic Shutter

Auto / Manual (1/25~1/10000)

Day / Night Auto / B/W / Color / ICR switching

Video OSD DWDR, Mirror, 3D Noise reduction, Sharpness / Lightness adjustable
Lens 2.8-12mm 3Megapixel ICR lens (Fixed iris lens model optional)
POE Optional

Analog Video Output 1CH CVBS analog video output

Cable function

Power / Network ( Audio / Alarm I/O optional )

Network Interface

RJ45 10M/100M adaptive

Operating Temperature -10°C ~ 55°C
IP Grade Ip66

Power Supply DC12Vv
Power Consumption <5W

Dimensions / Weight

75(W)x74(H)x237(D)mm/600g

SPECIFICATION ARE SUBJECT TO CHANGE WITHOUT NOTICE



1080P 30M IR IP Camera
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Model No.

IP-7855

Video Compression

H.264

Video Stream

Dual-stream: Main stream: 1920x1080 25fps/30fps

Sub stream:  720x576 25fps ; 720x480 30fps

Stream Type

Complex stream / Video stream

Effective Pixels

1920x1080

Encoding System

Constant bit rate, Variable bit rate optional

Video Bit Rate

16Kbps-8000Kbps

Audio Compression

G.711

Audio Bit Rate

64Kbps

Motion Detection

Can set a single detection zone, multi-level sensitivity can be set

Video Mask

4 areas

Screen Capture

Support JPEG format, max. resolution based on encoding resolution

Password Protection

Yes

Character Display

Channel name ; Date

Alarm Function

Video loss / Network disconnect / Tampering

Mobile Surveillance

iOS / Android

Protocol

TCP/IP,UDP HTTP,DHCP,RTP/RTSP,DNS,DDNS ,NTP,PPPOE,UPNP,SMTP

Port Protocol

ONVIF

CAMERA

Image Sensor

1/2.8" SONY Progressive scan MegaPixel CMOS

Min. lllumination

0.1Lux/ Color ; 0.01 Lux (B/W)

Electronic Shutter

Auto / Manual (1/25~1/10000)

Day / Night Auto / B/W / Color / ICR switching

Video OSD DWDR, Mirror, 3D Noise reduction, Sharpness / Lightness adjustable
IR Distance 30M

Lens 6mm 3Megapixel fixed iris lens (4mm / 8mm optional)

Analog Video Output 1CH CVBS analog video output

Cable function

Power / Network ( Audio / Alarm 1/O optional )

Network Interface

RJ45 10M/100M adaptive

Operating Temperature -10°C ~ 55°C
IP Grade IP67
Power Supply DC12Vv

Power Consumption

<5W ( without IR on )

Dimensions / Weight

70 (@) x 110 (Hymm / 500g

SPECIFICATION ARE SUBJECT TO CHANGE WITHOUT NOTICE



1080P IP Vari-focal Dome
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Model No.

IP-5555V

Video Compression

H.264

Video Stream

Dual-stream: Main stream: 1920x1080 25fps/30fps

Sub stream: 720x576 25fps 720x480 30fps

Stream Type

Complex stream / Video stream

Effective Pixels

1920x 1080

Encoding System

Constant bit rate, Variable bit rate optional

Video Bit Rate

16Kbps-8000Kbps

Audio Compression

G.711

Audio Bit Rate

64Kbps

Motion Detection

Can set a single detection zone, multi-level sensitivity can be set

Video Mask

4 areas

Screen Capture

Support JPEG format, max. resolution based on encoding resolution

Password Protection

Yes

Character Display

Channel name ; Date

Alarm Function

Video loss / Network disconnect / Tampering

Mobile Surveillance

iOS / Android

Protocol

TCP/IP,UDP HTTP,DHCP,RTP/RTSP,DNS,DDNS NTP,PPPOE,UPNP,SMTP

Port Protocol

ONVIF

CAMERA

Image Sensor

1/2.8" SONY Progressive scan MegaPixel CMOS

Min. lllumination

0.1Lux / Color ; 0.01 Lux (B/W)

Electronic Shutter

Auto / Manual (1/25~1/10000)

Day / Night Auto / B/W / Color / ICR switching

Video OSD DWDR, Mirror, 3D Noise reduction, Sharpness / Lightness adjustable
Lens 2.8-12mm 3Megapixel ICR lens (Fixed iris lens model optional)
POE Optional

Analog Video Output 1CH CVBS analog video output

Cable function

Power / Network ( Audio / Alarm |/O optional )

Network Interface

RJ45 10M/100M adaptive

Operating Temperature -10°C ~ 55°C
Power Supply DC12Vv
Power Consumption <5W

Dimensions / Weight

130 (@) x 100 (Hymm / 400g

SPECIFICATION ARE SUBJECT TO CHANGE WITHOUT NOTICE
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1080P 20M IR IP Vandal Dome (Waterproof)
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Model No.

IP-5655V

Video Compression

H.264

Video Stream

Dual-stream: Main stream: 1920x1080 25fps/30fps

Sub stream: 720x576 25fps 720x480 30fps

Stream Type

Complex stream / Video stream

Effective Pixels

1920x 1080

Encoding System

Constant bit rate, Variable bit rate optional

Video Bit Rate

16Kbps-8000Kbps

Audio Compression

G.711

Audio Bit Rate

64Kbps

Motion Detection

Can set a single detection zone, multi-level sensitivity can be set

Video Mask

4 areas

Screen Capture

Support JPEG format, max. resolution based on encoding resolution

Password Protection

Yes

Character Display

Channel name ; Date

Alarm Function

Video loss / Network disconnect / Tampering

Mobile Surveillance

iOS / Android

Protocol

TCP/IP,UDP HTTP,DHCP,RTP/RTSP,DNS,DDNS NTP,PPPOE,UPNP,SMTP

Port Protocol

ONVIF

CAMERA

Image Sensor

1/2.8" SONY Progressive scan MegaPixel CMOS

Min. lllumination

0.1Lux / Color ; 0.01 Lux (B/W)

Electronic Shutter

Auto / Manual (1/25~1/10000)

Day / Night Auto / B/W / Color / ICR switching

Video OSD DWDR, Mirror, 3D Noise reduction, Sharpness / Lightness adjustable
IR Distance 20M

Lens 2.8-12mm 3Megapixel ICR lens (Fixed iris lens model optional)
POE Optional

Analog Video Output 1CH CVBS analog video output

Cable function

Power / Network ( Audio / Alarm |/O optional )

Network Interface

RJ45 10M/100M adaptive

Operating Temperature -10°C ~ 55°C
Power Supply DC12Vv
Power Consumption <5W

Dimensions / Weight

145 (@) x 100 (Hymm / 700g

SPECIFICATION ARE SUBJECT TO CHANGE WITHOUT NOTICE



1080P 60M

IR Vari-focal IP Camera
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Model No.

IP-7755V

Video Compression

H.264

Video Stream

Dual-stream: Main stream: 1920x1080 25fps/30fps

Sub stream:  720x576 25fps ; 720x480 30fps

Stream Type

Complex stream / Video stream

Effective Pixels

1920x 1080

Encoding System

Constant bit rate, Variable bit rate optional

Video Bit Rate

16Kbps-8000Kbps

Audio Compression

G.711

Audio Bit Rate

64Kbps

Motion Detection

Can set a single detection zone, multi-level sensitivity can be set

Video Mask

4 areas

Screen Capture

Support JPEG format, max. resolution based on encoding resolution

Password Protection

Yes

Character Display

Channel name ; Date

Alarm Function

Video loss / Network disconnect / Tampering

Mobile Surveillance

iOS / Android

Protocol

TCP/IP,UDP,HTTP,DHCP,RTP/RTSP,DNS,DDNS,NTP,PPPOE,UPNP,SMTP

Port Protocol

ONVIF

CAMERA

Image Sensor

1/2.8" SONY Progressive scan MegaPixel CMOS

Min. lllumination

0.1Lux / Color ; 0.01 Lux (B/W)

Electronic Shutter

Auto / Manual (1/25~1/10000)

Day / Night Auto / B/W / Color / ICR switching

Video OSD DWDR, Mirror, 3D Noise reduction, Sharpness / Lightness adjustable
IR Distance 60M

Lens 2.8-12mm 3Megapixel ICR lens (Fixed iris lens model optional)
POE Optional

Analog Video Output 1CH CVBS analog video output

Cable function

Power / Network ( Audio / Alarm 1/O optional )

Network Interface

RJ45 10M/100M adaptive

Operating Temperature -10°C ~ 55°C
IP Grade IP67
Power Supply DC12Vv

Power Consumption

<5W ( without IR on )

Dimensions / Weight

135 (W) x 105 (H) x 265 (D) mm ; 1200g

SPECIFICATION ARE SUBJECT TO CHANGE WITHOUT NOTICE



